
DRAINAGE LAYER UNDER PERMEABLE PAVING - NO EXFILTRATION
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CHOOSE THIS PRODUCT FOR ADDITIONAL DRAINAGE UNDER POROUS PAVEMENT IN POOR 
DRAINING SOILS OR WHERE WATER CONVEYANCE IS NECESSARY
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NOT TO SCALE

Invisible Structures, Inc.
DC2UnderPorousPavingMembrane11.dwg

1 to 2% SLOPE 
TO PIPE OR 
STRIP DRAIN

FOR A GRASSPAVE2 SYSTEM: 
MINIMUM 6 INCHES 3/4 INCH MINUS 
SAND AND GRAVEL BASE COURSE.  
FOR A GRAVELPAVE2 SYTEM: A 
MINUMUM OF 9 INCHES.

GRASSPAVE2 OR GRAVELPAVE2 POROUS
PAVEMENT (SEE "TYPICAL GRASSPAVE2" OR

"TYPICAL GRAVELPAVE2" DETAIL)

NON-WOVEN GEOTEXTILE FABRIC (6 OZ 
PER SQ. YARD)

DRAINCORE2 GEOCOMPOSITE DRAINAGE 
LAYER

GEOMEMBRANE LINER (20 
MIL. PVC OR PE)

STRIP DRAIN OR PERFORATED PIPE (BY 
OTHERS)


